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NEW! 5003 Carbon Fiber Snap Gage

Bulletin No. 390     5M/T    12/09  Specifications subject to change.  

Lightweight  
and Accurate
The 5003 Series Snap Gages utilize carbon fiber for the handle 
for easy handling with better precision than heavier snap 
gages of these sizes.  They are adjustable to a full 2" (50mm) 
of range. 5003 Snap Gages are available in four sizes, from 
0-2" (50mm) to 6"-8" (150-200mm).

Strong, light-weight and stable carbon fiber insulated •	
handle

Precise aluminum body•	

Adjustable support ensure repeatable accuracy with •	
repetitive measurements

.200" (5mm) indicator range•	

Interchangeable contacts available•	

Range Graduation Dial Reading Cat. No. EDP
0-2" (0-50mm)

.0001" 0-10

5003Z-611-2J 12980

2-4" (50-100mm) 5003Z-611-4J 12981

4-6" (100-150mm) 5003Z-611-6J 12982

6-8" (150-200mm) 5003Z-611-8J 12983

0-2" (0-50mm)

.0005" 0-50

5003Z-431-2J 12984

2-4" (50-100mm) 5003Z-431-4J 12985

4-6" (100-150mm) 5003Z-431-6J 12986

6-8" (150-200mm) 5003Z-431-8J 12987


