
INSPECTION SYSTEMS
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• Accurate to 0.0001 inches

• Simultaneous, instant measurement
 of multiple dimensions

• Continuous image acquisition

• Precision optics

• Dimensions saved on the oasis

• Automatic inspection reporting

• User friendly full feature software

• Quality, robust construction

• Both units tilt to 90º for
 vertical operation

Features:

Design your own OASIS Dual Elite by selecting 
any two field of views:

 • OE6222348 (1.83" x 1.47")

 • OE6220 4x (0.84" x 0.68")

 • OE6222312 (0.48" x 0.39")

Now, no matter what size your range of parts are, 
you'll have the right sized OASIS for all your 
inspection needs.

Speed, Accurate, Easy.
Measure On.
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OASIS Dual Elite

Small part, big part, the choice is yours!
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The OASIS truly is the world’s FASTEST Inspection System! The OASIS doesn't scan parts, it measures 
multiple features instantly and simultaneously, making it the industry’s fastest inspection system. With the 
OASIS Dual Elite  you get the same accuracy as our regular Elite, only now the choice is up to you on 
what size field of view is needed. The two OASIS machines operate independently of one another and 
with our new, scalability feature, the same programs can be used on both systems. Both units also tilt up 
to 90º degrees for vertical operation with our optional 90º degree Glass Stage.

The OASIS works by utilizing an LED light source to collimate precise rays through a series of specially 
designed diffusers and lenses that shine across the part to be inspected. That image is then captured by 
a very specific telecentric optical lens, which results in a perfect monochrome profile of the inspected part. 
The part profile is then digitally captured with a specially designed camera system and transferred to the 
custom onboard computer where the software does the rest. The image is analyzed and measurement 
data is displayed on-screen.

The OASIS operates by casting a "Shadow" of a part to be inspected and capturing that image in a 
digital format to be analyzed by an on-board computer. The powerful software behind the scenes converts 
the captured image into real dimensional data that measures the part to an accuracy of 0.0001 inches! 
When a part is placed in the OASIS, the user will see a digital image of the profile of the part to be 
inspected. OASIS can search and automatically find the appropriate part inspection program that 
includes the dimensions the user wishes to measure. The OASIS captures images in real-time, so regard-
less of the number of dimensions, every time another part is placed into the OASIS, each and every 
measurement is simultaneously and instantly updated

The software also includes a color-coded display panel that shows the actual measured dimension and 
the user defined upper and lower limits (tolerances). Pass/Fail indications are easily identifiable for all 
measurements. The OASIS features built-in quality control inspection reporting. Measurements taken by the 
OASIS are recorded in the unit as parts are inspected. Those dimensions can be imported into the Inspec-
tion Reporting feature which will create a custom report that can be printed or saved in the OASIS for 
future retrieval. The Quality Control report can be created for the dimensions of a single inspected part or 
for a group of parts in an entire production run.
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OASIS Model OE6222348
Field of View - 1.83" x 1.47"

OASIS Model OE6220 4x
Field of View - 0.84" x 0.68"

OASIS Model OE6222312
Field of View - 0.48" x 0.39"


